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* Metal halide lamps * Optimised spectral distribution * High efficiency (PAR value) * Good to very good colour rendering
* Single ended    for healthy plant growth * High PAR value stability for the entire service life * Only for enclosed fixtures

A
rt

ic
le

 n
o.

B
as

e

Ø
 [m

m
]

Le
ng

th
[m

m
]

LC
L

[m
m

]

B
ur

ni
ng

 p
os

iti
on

Ig
ni

tio
n 

vo
lta

ge
 

[k
V]

La
m

p 
cu

rr
en

t
[A

]

N
om

in
al

 la
m

p 
po

w
er

 
[W

]

R
at

ed
 la

m
p 

po
w

er
[W

] 

PA
R

[µ
m

ol
/s

]

M
er

cu
ry

 c
on

te
nt

[m
g]

C
ol

ou
r t

em
pe

ra
tu

re
 

[K
]

C
ol

ou
r t

em
pe

ra
tu

re
[d

es
cr

.]

C
ol

ou
r r

en
de

rin
g 

in
de

x 
R

a 
/

C
ol

ou
r r

en
de

rin
g 

le
ve

l

N
om

in
al

 s
er

vi
ce

 li
fe

 
[h

]

En
er

gy
 e

ffi
ci

en
cy

 c
la

ss

107224 E40 47,0 225,0 150,0 u360 4,0 3,0 250 250 320 24,5 4 200 neutral white Ra80-89/1B 8 000 A

107227 E40 47,0 275,0 175,0 u360 4,0 4,0 400 400 520 36,0 4 200 neutral white Ra70-79/2A 8 000 A+

107233 E40 76,0 340,0 220,0 u360 4,0 5,7 600 600 710 34,0 4 200 neutral white Ra80-89/1B 8 000 A

* Metal halide lamps * Optimised spectral distribution * High efficiency (PAR value) * Good to very good colour rendering
* Double ended    for healthy plant growth * High PAR value stability for the entire service life * Suitable for open fixtures
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107290 K12x30S 34.0 323.0 n.a. p4 3.2 3.4 600 600.0 1 000 60,0 3 800 neutral white RA70-79/2A 6 000 A+

107291 K12x30S 34.0 323.0 n.a. p4 3.2 3.6 750 750.0 1 200 60,0 3 800 neutral white RA60-69/2B 6 000 A+

107292 K12x30S 34.0 323.0 n.a. p4 3.2 4.8 1 000 1 000 1 720 100,0 3 800 neutral white RA70-79/2A 6 000 A+

107293 K12x30S 34.0 323.0 n.a. p4 3.2 3.4 600 600.0 1 040 60,0 5 500 daylight white Ra80-89/1B 6 000 A+

107294 K12x30S 34.0 323.0 n.a. p4 3.2 3.6 750 750.0 1 250 60,0 5 500 daylight white Ra80-89/1B 6 000 A+

107241 K12x30S 34.0 323.0 n.a. p4 3.2 4.8 1 000 1 000 1 800 55,0 5 500 daylight white Ra>90/1A 6 000 A+

HORTURION MH E40

High-pressure discharge lamps for professional horticulture lighting. 
Various base designs (E40, K12x30S), voltages (230V / 400V) and power levels (250 - 1 000 W)

HORTURION MH
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MH 600W 230V E40

MH 400W 230V E40

MH 250W 230V E40

MH 600W DE EL 5.5K

MH 750W DE EL 5.5K

MH 1000W DE EL 5.5K

HORTURION MH K12x30S
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MH 750W DE EL 3.8K

MH 600W DE EL 3.8K

MH 1000W DE EL 3.8K

All data are nominal values and subject to the usual tolerances. 1 /1


